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be equivalent to the provisions of this 
subpart, FMCSA will immediately 
issue a safety permit to the motor car-
rier upon receipt of an application in 
accordance with § 385.405, without fur-
ther inspection or investigation. 

§ 385.413 What happens if a motor car-
rier receives a proposed safety rat-
ing that is less than Satisfactory? 

(a) If a motor carrier does not al-
ready have a safety permit, it will not 
be issued a safety permit (including a 
temporary safety permit) unless and 
until a Satisfactory safety rating is 
issued to the motor carrier. 

(b) If a motor carrier holds a safety 
permit (including a temporary safety 
permit), the safety permit will be sub-
ject to revocation or suspension (see 
§ 385.421). 

§ 385.415 What operational require-
ments apply to the transportation 
of a hazardous material for which a 
permit is required? 

(a) Information that must be carried in 
the vehicle. During transportation, the 
following must be maintained in each 
commercial motor vehicle that trans-
ports a hazardous material listed in 
§ 385.403 and must be made available to 
an authorized official of a Federal, 
State, or local government agency 
upon request. 

(1) A copy of the safety permit or an-
other document showing the permit 
number, provided that document clear-
ly indicates the number is the FMCSA 
Safety Permit number; 

(2) A written route plan that meets 
the requirements of § 397.101 of this 
chapter for highway route-controlled 
Class 7 (radioactive) materials or 
§ 397.67 of this chapter for Division 1.1, 
1.2, and 1.3 (explosive) materials; and 

(3) The telephone number, including 
area code or country code, of an em-
ployee of the motor carrier or rep-
resentative of the motor carrier who is 
familiar with the routing of the per-
mitted material. The motor carrier 
employee or representative must be 
able to verify that the shipment is 
within the general area for the ex-
pected route for the permitted mate-
rial. The telephone number, when 
called, must be answered directly by 
the motor carrier or its representative 
at all times while the permitted mate-

rial is in transportation including stor-
age incidental to transportation. An-
swering machines are not sufficient to 
meet this requirement. 

(b)(1) Inspection of vehicle transporting 
Class 7 (radioactive) materials. Before a 
motor carrier may transport a highway 
route controlled quantity of a Class 7 
(radioactive) material, the motor car-
rier must have a pre-trip inspection 
performed on each motor vehicle to be 
used to transport a highway route con-
trolled quantity of a Class 7 (radio-
active) material, in accordance with 
the requirements of the ‘‘North Amer-
ican Standard Out-of-Service Criteria 
and Level VI Inspection Procedures 
and Out-of-Service Criteria for Com-
mercial Highway Vehicles Trans-
porting Transuranics and Highway 
Route Controlled Quantities of Radio-
active Materials as defined in 49 CFR 
Part 173.403,’’ January 1, 2004, which is 
incorporated by reference. The Direc-
tor of the Federal Register has ap-
proved the materials incorporated by 
reference in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. Information 
and copies may be obtained from the 
Commercial Vehicle Safety Alliance, 
1101 17th Street, NW, Suite 803, Wash-
ington, DC 20036. Phone number (202) 
775–1623. 

(2) All materials incorporated by ref-
erence are available for inspection at 
the Federal Motor Carrier Safety Ad-
ministration, Office of Enforcement 
and Compliance (MC–EC), 1200 New Jer-
sey Ave., SE., Washington, DC 20590– 
0001; and the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call (202) 741–6030, 
or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(c) Additional requirements. A motor 
carrier transporting hazardous mate-
rials requiring a permit under this part 
must also meet the following require-
ments: 

(1) The operator of a motor vehicle 
used to transport a hazardous material 
listed in § 385.403 must follow the com-
munications plan required in 
§ 385.407(b)(2) to make contact with the 
carrier at the beginning and end of 
each duty tour, and at the pickup and 
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